From boatanchors@theporch.com Sat Feb 11 07:13:29 1995 
Date: Fri, 10 Feb 1995 13:21:25 -0600 

Message-Id: <9502101908.AA04690@wrdis01.robins.af.mil> 
From: lakeith@wrdis01.robins.af.mil (Larry Keith ) 
Subject: Re: 2m freq. allocation (Was: Foothills) 


In your message of 10 Feb 1995 at 1329 EST, you write: 

> Well, my old one says that 144.000 to 144.100 is the CW only subband, 
> so using 144.10 on your FM hand-held would definitely be illegal. 

> Maybe they're going to use upper-side band. :-) 


USBFMECW - Upper side band frequency modulation emulating contineous 
wave..?? 


Keep thinking, folks... Maybe we can come up the National Boatanchors 
Calling Frequency... 


73, 
Larry, KQ4BY 


From boatanchors@theporch.com Sun Feb 12 02:45:21 1995 
Date: Sun, 12 Feb 1995 00:04:18 -0600 

Message-Id: <9502120605.AA13835@texan.frco. com> 

From: bill@texan.frco.com (William Hawkins) 

Subject: aircraft radio installation pictures 


A friend who retired as a bird colonel from the Air National Guard 
told me that the "dash one" manuals for aircraft had pictures of 
everything in the aircraft. That's "dash one" as in aircraft model 
followed by -1. This was (is) the pilot's operating manual. It 
didn't tell you how to operate anything (or fly the plane), just 
showed where everything, including the radios, was located. 


If this is of interest, send email and I will try to find out more. 

Bill Hawkins 

From boatanchors@theporch.com Sat Feb 11 16:19:07 1995 

Date: Sat, 11 Feb 1995 13:23:40 -0600 

Message-Id: <9502111856.AA01875@uvs1.orl.mmc.com> 

From: padgett@tccslr.dnet.mmc.com (A. Padgett Peterson, P.E. Information Security) 


Subject: ARC 


Have come to a conclusion. Last year I sent in a subscription to the ARC 
(Antique Radio Classified) in the hopes of augmenting my T/O collection. 


After the second straight month of seeing ads like "Model Y-600, brown 


leather, working $60" only to find out that the advt which had just 
appeared had been available to a lucky few xweeks*x before I received my 
copy, I have cancelled my subscription and am sending a check to ThePorch. 


Despite my Zenith receiver interest being peripheral to that of most of 
the group, I have found BA to be much more useful and the knowlege base 
much higher than most of the writers for ARC (an article on T/Os eh ? - 
two rong IDs and that's just in the xpicturesx) . 


Warmly, 
Padgett 
ps Ad ratings 
Works: hum in speaker when turned on 
Works Well: can pick up 50 KW AM station in the same town 


Works Like New: can get that 50 KW station on xeveryx* band. 


pps then again there was the "has a problem" - "can receive lots of stations 
on every band but you have to turn the fluorecent light off first." 


From boatanchors@theporch.com Sun Feb 12 00:28:29 1995 

Date: Sat, 11 Feb 1995 21:55:07 -0600 

Message-Id: <9502112149.aa04290@jackatak.theporch.com> 

From: List Admin/Owner BoatAnchor Mail List <listown@jackatak.theporch.com> 
Subject: ARRL Bulletins -- PLEASE STOP! 


Gentlemen (and you know who you are) - 


Please stop with the posts of ARRL Bulletins to the list as a whole. 
They are available on another reflector (wlaw@netcom.com -- email me 
for details on how to subscribe... be happy to help keep them off this 
list and where they belong) and do NOT belong here... especially in 
duplicate because everyone can not coordinate their postings! 


This is the second request, and this time I would really appreciate a 
little cooperation and no excuses. There are other ways to receive 
these for those who are interested, and even though there is potential 
interest for folks here, there are other methods available... like I 
can send the file to the list processor archiver and then post a SHORT 
note that an item of potential interest is available 


Please NO MORE! 
Thanks in advance... 
73 DE Middle Tennessee -- 12 miles due South of Nashville! 
Jack, W4PPT/Mobile (75M SSB 2-letter WAS #1657/#1789 -- both all mobile! ;4%) 
- - - BoatAnchor Mailing List Owner - - - 
listown@jackatak.theporch.com-"Plus ca change, plus c'est la meme chose" 


From boatanchors@theporch.com Sun Feb 12 03:39:12 1995 

Date: Sun, 12 Feb 1995 01:05:33 -0600 

Message-Id: <Pine.SUN.3.91.950212001406.25472A-100000@access4.digex.net> 
From: Tony Stalls <rstalls@access.digex.net> 

Subject: Re: ARRL Bulletins -- PLEASE STOP! 


On Sat, 11 Feb 1995, List Admin/Owner BoatAnchor Mail List wrote: 
> Please stop with the posts of ARRL Bulletins to the list as a whole. 


If you had concerns about the content of the above referenced postings, I 
would have believed that a reasonable and prudent person may have 
considered it more appropriate to address the interested parties rather 
than again burdening the entire list with your admonition. As it is no 
secret that I was one of the "offending parties", I will respond 
similarly. 


Both the notices of amateur radio pioneer Bill Grenfell's (W4GF) death and 
the Antique Wireless Association request for help that I posted had their 
origins as ARRL bulletins. I'm sorry if anybody was offended by my having 
done something so outrageous as post detailed quotes, but in neither case 
do I make any apology. 


While it's true that the BA list is dedicated to vintage radio equipment, 
we are almost all amateurs in the traditional sense, so as a matter of 
course, we freely offer assistance to others. Particularly in that 
cooperative spirit, the most recent posting asking for assistance seemed 
eminently appropriate since many of the BA subscribers have repeatedly 
demonstrated a wealth of knowledge pertaining to the early days of radio. 


> Please NO MORE! 


You may rest assured that insofar as I'm concerned, it's not likely to 
happen again. I have unsubscribed. 


Please tell Phillip that in spite of my departure, I want him to keep the 
check I sent "in continued support of the BoatAnchors list." 


DE KAKYO SK 


From boatanchors@theporch.com Sat Feb 11 07:44:11 1995 
Date: Fri, 10 Feb 1995 13:31:43 -0600 

Message-Id: <9502101935.AA25573@cadre. com> 

From: dpt@cadre.com (Dan P. Trainor) 

Subject: Re: B&W 5100 


Hi Deke, 


I just finished tuning up my B&W 5100 last week, so I can make some comments 
about my experience. First of all, the modular design of the 5100 makes it 
extremely easy to isolate problems and do certain voltage and resistance 
measurements. The VFO, modulatator/speech amp and multipler/final amp modules 
are contained in separate enclosures that have a jones plug connections to the 
main chassis and shielded connections between stages. You can actually remove 
each module from the chassis and work on them separately, if needed. Very 
convienent if you want to rebuild or test a section. I was also suprised by 
the simplicty of the circuit design itself, particularly the multiplier 
section - this rig was a pleasure to work on! 


The first thing I did was replace the 2 conductor power cord with a 3 
conductor and checked the tubes (except for the 6146 final amp and 

modulator tubes) and cleaned the bandswitches. Then I made some B+ 
measurements with the modules unplugged - every thing was fine on the supply 
side. When I first loaded up the TX into a dummy load, one of the 6146 mod 
tubes arced over with nice blue glow and a lovely crackling sound. I replaced 
the 6146 and all was cool. I later noticed in the manual a warning about the 
possiblity of arcing if the audio mic gain is turned up when you don't have a 
mic connected. Don't know if this was the cause, in my case. 


Anyway it turned out, the only thing I needed to do was re-adjust the final and 
modulator grid biases to within specs and peak the multiplier stages for each 
band. 

There is a big motha 20K wirewound resistor that has separate tapps for the 
negative 

grid bias to both the mod and final 6146 pairs. My unit had a previous mod which 
replaced the wirewound with an arrangement of carbon registors and two 5K pots 
mounted 

on the chassis for adjusting the grid bias, rather than moving the taps on the 
wirewond. 

This proved to be very convient and I was able to reset the grid bias to the 
correct 

voltage in minutes. 


I then went through the multiplier section and tuned each stage for max 
grid current in the center of each band. And that was it! It nows works 
great. Stable VFO, Full ouput on all bands and great audio. I guess 

I got lucky - But I am told that B&W 5100s are known for consistently good 
audio out of the box and there isn't a whole lot you have to do to get 
them to play - that certainly was my experience. 


I have another B&W 5100 (a junker) which I am using as a "parts backup" in 
case I smoke a transformer or something. 


Good luck, I think you will enjoy it! 


Dan KB1JX 

Dan Trainor Internet: dpt@cadre.com 
Cadre Technologies Inc. Voice: 401-351-5950 
222 Richmond St. Fax: 401-455-6800 


Providence, RI 02903 


From boatanchors@theporch.com Sat Feb 11 12:18:56 1995 
Date: Sat, 11 Feb 1995 09:47:29 -0600 

Message-Id: <199502111546.KAA21371@cappuccino.eng.umd.edu> 
From: Philip Gwyinne McCoy <dgnova@glue.umd.edu> 

Subject: BC430 


To Greg Raven 
>From Philip McCoy 
Subject: BC-AN-430 
My source of information is TM 11-200 and Army Air Forces 
Technical order No. 08-10-158 
The wiring diagram I sent you was of the SCR-AF-183. The transmitter 
used one VT as modulator and the second VT-52 as audio oscillator. 
I will mail you the wiring diagram of the SCR-AN-283 which contains 
the BC-AN-430 transmitter. Starting with the SCR-AG-183 the two 
VT-52s were used in parallel. Your set uses the the 2 tube parallel 
circuit. The manufactures of these sets are: 
SCR-AF-183 Western Electric 
SCR-AG-183 Aircraft Radio order No. 11482-NY-36 
SCR-AH-183 Aircraft Radio change B to order No. 11482-NY-36 
SCR-AJ-183 Aircraft Radio order No. 14748-NY-38 
SCR-AK-183 Aircraft Radio order No. 17875-NY-39 
SCR-AL-183 Graybar Electric Co. order Nos. 19070-NY-39 and 200-NY-41 
SCR-AN-183 Western Electric order No 1246-NY-41 
SCR-AL-283 Graybar Electric order No 19070-NY-39 
SCR-AN-283 Western Electric Co. order No 1246-NY-41 
SCR-AS-183 Philco. I think that this was the last order. 
I have the complete SCR-A?-183 and have had it running. Included 
is the BC-AE-230 transmitter serial No 1 made by Aircraft Radio. 


From boatanchors@theporch.com Sat Feb 11 09:59:01 1995 


Date: Sat, 11 Feb 1995 07:18:15 -0600 

Message-Id: <Pine.3.89.9502101738 .B24572-0100000@mm1001.theporch. com> 
From: Kevin J Pease <kevin@mm1001.theporch. com> 

Subject: Re: Blue Glow from ARC-5 


Kevin J Pease 
WBOJZG Mt Juliet, TN. 
mm1001.theporch.com 


On Fri, 10 Feb 1995, Joe Reda/HQ/3Com wrote: 


> Has anyone noticed that 6AK5s all seem to glow blue around the elements? 
> Or have I just gotten a bunch of gassy tubes? 

> 

Irember 6Ak5's in my old motorola boatanchor vhf rigs that did that also. 
It may be normal since these tubes were RF amplifiers and the recievers 

all worked just fine. 


From boatanchors@theporch.com Sat Feb 11 09:52:14 1995 
Date: Sat, 11 Feb 1995 05:32:42 -0600 

Message-Id: <Pine.3.89.9502110618 .B4752-0100000@indy1> 
From: "Roberta J. Barmore" <rbarmore@indynet.indy.net> 
Subject: Re: Collins 20V2 value? 


On Fri, 10 Feb 1995, Jack Taylor wrote: 


Awhile back I met a Collins 20V2 (I think it was), a BEAUTIFUL creature 
with two-tone grey paint and a generous assortment of chrome trim. 
[...] Anyone want to comment on how much this creature 

might be worth? 


VVV NM 


Emotionally, artistically, or on the used broadcast gear market? Asa 
broadcast trnsmitter, it's totally outdated (though very nice-sounding) 
and the price would run from having to disconnect it and haul it away 
were it sitting in the transmitter room at WXXX to $750-$1000 for a fully 
reconditioned one from a broker--most of that cost coming from shipping 
and cleaning, plus a "modest" (50%) profit. If they're having trouble 
getting it sold (likely), you might be able to cut that in half. 


As a piece of art, it's worth a lot more (IMO); the whole 20V series were 
just about the most attractive transmitters ever built. 


The xonlyx "kicker" is the bead-chain drive arrangement whereby the 
(hidden) front panel output network controls on each side of the window 


run up to the tuning box at the top of the rig--they get a little loose 
and thermally drify with age and I would be tempted to replace them with 
a roller-sprocket drive rather than just replacing the bead chain. 
(Steel chain, aluminium pulleys--what's wrong with this picture?) 
Accessability is good; I "redded up" a 20V3 about ten years ago, mostly 
just replacing all the HV wiring, and it was straightforward. The 
entire back panel comes off in a couple of pieces! 


73, 
- -Bobbi 


From boatanchors@theporch.com Sat Feb 11 04:04:22 1995 
Date: Fri, 10 Feb 1995 12:02:38 -0600 

Message-Id: <9502101003 .ZM3944@mechcad3.esd.sgi.com> 
From: "Mark Glusker" <glusk@mechcad3.esd.sgi.com> 
Subject: Crystal failure 


In a recent Hollow State Newsletter there is a suggestion to check the 
crystals in an R390A if there is poor (or no) sensitivity on selected 
bands. I guess I always thought of a crystal as a go or no-go component. 


Forgive my ignorance, but what makes a crystal go bad? Is there anything 
that can be done to resurrect a failed crystal? 


From boatanchors@theporch.com Sat Feb 11 09:09:37 1995 
Date: Fri, 10 Feb 1995 12:02:38 -0600 

Message-Id: <9502101003 .ZM3944@mechcad3.esd.sgi.com> 
From: "Mark Glusker" <glusk@mechcad3.esd.sgi.com> 
Subject: Crystal failure 


In a recent Hollow State Newsletter there is a suggestion to check the 
crystals in an R390A if there is poor (or no) sensitivity on selected 
bands. I guess I always thought of a crystal as a go or no-go component. 


Forgive my ignorance, but what makes a crystal go bad? Is there anything 
that can be done to resurrect a failed crystal? 


From boatanchors@theporch.com Sat Feb 11 20:21:21 1995 
Date: Sat, 11 Feb 1995 17:42:58 -0600 

Message-Id: <F2BH4154.F2BH4205@mail.admin.wisc.edu> 
From: TOM.A.ADAMS@mail.admin.wisc.edu 

Subject: CW Crystals 


to: boatanchors@theporch.com 


Re. frequency tolerance on crystals from CW CRYSTALS: 


Someone voted for oscillator capacitance differences accounting for frequencies 
different from the holder markings; I'd second that. 


Last time I bought from CW I was tinkering around with building a multipole 
crystal filter. I ordered four crystals for it, and they were all within an 
acceptable tolerance for that application. 


BTW, speaking of crystals: 


I came into something in my garage I forgot I had, a carton containing aprox. 
75 pounds (yes, that's right, POUNDS) of crystals, ALL cut for 6400 KHz! The 
holders are (I think) FT-241. I came into them free at the same time I was into 
the filter designing thing. With a test oscillator and counter it was easy to 
go thru the pile and find rocks with poles EXACTLY where I wanted ‘em; wartime 
manufacturing tolerances gave you a pretty good assortment of center frequen- 
cies (say, +/- 2 KHz of the holder marked frequency). 


If anyone out there wants some, E-MAIL me and I'll send you a couple of pounds 
to play with for the cost of postage. 


Tom "Mr. T." Adams, K9TA (WI) 
tom.a.adams@mail.admin.wisc.edu 


From boatanchors@theporch.com Sat Feb 11 11:30:27 1995 

Date: Sat, 11 Feb 1995 09:00:12 -0600 

Message-Id: <9502111359.AA01302@uvs1.orl.mmc.com> 

From: padgett@tccslr.dnet.mmc.com (A. Padgett Peterson, P.E. Information Security) 
Subject: RE: CW in TV shows / movies 


Tom, K9TA rites: 


>was normally used on land lines). Among the things sent was at least one W6 
>callsign, and a lot of nasty comments about Tex Avery, who was one of the 
>heads of the animation department at Warner Brothers! 


Ah yes, Tex Avery - the man who added sex and pipe dreams to mainstream 
cartoons. Left Warner's under strained conditions and went to MGM in 1942. 
Note the dedication in "Mask" - many of the effects are pure "Tex". 


Good chance the ‘toon was "Porky's Railroad" 1937 dir Frank Tashlin. At the 
time Frank and Ted were competing directors inside Warners (along with Fritz 
Freling and Bob Clampett) each with very different ideas of how cartoons were 
done and even how the characters should look. Such digs, sight gags, and 
inside jokes were commonplace though this one seems to cap it. 


Warmly, 


Padgett 


From boatanchors@theporch.com Sat Feb 11 04:00:35 1995 

Date: Sat, 11 Feb 1995 01:30:11 -0600 

Message-Id: <Pine.3.05.9502101504.C3046-9100000@bo0z.bah. com> 
From: kizat@bah.com 

Subject: Re: Foothill 


On Fri, 10 Feb 1995, Dalton McCrary wrote: 


No JD, you are not dreaming. They are allocated for CW. No FM below 

144.500. Maybe no operators will notice, look at what folks get away 

with in Dayton, Letting unlicensed kids use HT's to keep up with their 
dads. 


VVV NM 


Thanks Dar. 


From boatanchors@theporch.com Sat Feb 11 06:58:05 1995 

Date: Sat, 11 Feb 1995 01:31:25 -0600 

Message-Id: <Pine.3.05.9502101516 .A3046-9100000@boo0z.bah.com> 
From: kizat@bah.com 

Subject: Re: Foothill 


On Fri, 10 Feb 1995, paul Veltman wrote: 


> They are?? I can't think that a half dozen guys running around a flea 
> market for an hour or two with milliwatt HTs would disturb anyone, but if 
> there are serious objections, we'll be happy to move. 


Probably not a big problem; it doesn't matter to me. Just 
pointing out some "fog" incase. 


jd 


From boatanchors@theporch.com Sat Feb 11 11:13:55 1995 

Date: Sat, 11 Feb 1995 07:45:17 -0600 

Message-Id: <Pine.SUN.3.91.950211083717 .688A-100000@access4.digex.net> 
From: Tony Stalls <rstalls@access.digex.net> 

Subject: Re: Foothill 


On Fri, 10 Feb 1995, Dalton McCrary wrote: 


> No JD, you are not dreaming. They are allocated for CW. No FM below 
> 144.500. Maybe no operators will notice, look at what folks get away 
> with in Dayton, Letting unlicensed kids use HT's to keep up with their 
> dads. 


The truth be known, the FCC doesn't care what you do. Look at the most 
recent FCC phone book. (You can download it from gopher - Washington DC, 
FCC.) The total numbers in the field operations (now called CIB) have 
been reduced by about 40% over the last two years. 


Now where was that posting with the guy with the 50KW AM transmitter for 
sale??? 160 meter AM DXCC here I come!!! ;4) 


13%; 


Tony 
K4KYO 


From boatanchors@theporch.com Sat Feb 11 14:05:05 1995 
Date: Sat, 11 Feb 1995 11:27:22 -0600 

Message-Id: <Pine.3.89.9502110953 .A24530-0100000@netcom13> 
From: paul Veltman <veltman@netcom.com> 

Subject: Foothill talk in 


With all due respect to Jeff, I feel that 160 CW may not be the optimum 
HT channel for us to use, although I am quite sure that we'd all love to 
see Jeff at Foothill with his top band HT. :-) 

I propose using 146.55 simplex for our talk in channel. Not being a 
heavy 2 meter user (I just use the local .94 repeater as an intercom), I 
am not all that familiar with the 2M band plan. I do know that 146.52 is 
a well used simplex channel, so I assume that 146.55 is also. 

Anyway, so that I don't run afoul of the law (or the weak signal boys) on 
144.1, I will plan to be on 146.55. Any comments? 

Paul 

WA60KQ 


From boatanchors@theporch.com Sat Feb 11 17:32:39 1995 

Date: Sat, 11 Feb 1995 14:59:43 -0600 

Message-Id: <Pine.3.05.9502111540.A19575-9100000@bo0z.bah. com> 
From: kizat@bah.com 

Subject: Re: Foothill talk in 


On Sat, 11 Feb 1995, paul Veltman wrote: 


> Anyway, so that I don't run afoul of the law (or the weak signal boys) on 
> 144.1, I will plan to be on 146.55. Any comments? 


Well since I stirred up this hornets nest.. Why not consider 
a frequency up the band, like 147.51, 147.53, 147.55 or 147.57 


jd 


From boatanchors@theporch.com Sat Feb 11 19:04:11 1995 
Date: Sat, 11 Feb 1995 16:28:05 -0600 

Message-Id: <9502112230.AA13991@staples.1lbl.gov> 

From: staples@staples.lbl.gov (John Staples) 

Subject: Re: Foothill talk in 


From boatanchors@theporch.com Sat Feb 11 14:07:34 1995 

Date: Sat, 11 Feb 1995 14:59:43 -0600 

Reply-To: kizat@bah.com 

Originator: boatanchors@theporch.com 

Sender: boatanchors@theporch.com 

From: kizat@bah.com 

To: boatanchors@theporch.com (Multiple recipients of list) 

Subject: Re: Foothill talk in 

X-Listprocessor-Version: 6.Qc -- ListProcessor by Anastasios Kotsikonas 
X-Comment: Please send list server requests to listproc@theporch.com 
Content-Type> : > TEXT/PLAIN> ; > charset=US-ASCII> 

Mime-Version: 1.0 

Content-Length: 307 


On Sat, 11 Feb 1995, paul Veltman wrote: 


> Anyway, so that I don't run afoul of the law (or the weak signal boys) on 
> 144.1, I will plan to be on 146.55. Any comments? 


Well since I stirred up this hornets nest.. Why not consider 
a frequency up the band, like 147.51, 147.53, 147.55 or 147.57 


jd 


VVVVV VV VV VV VV VV VV VV VV VV VV WV 


147.51 has been used by the West Coast AM'ers for a number of years 

to gather the group for our usual AM brunch after the Foothill and the 
Livermore swaps. Tom Horsfall's (WAGOPE) military net sometimes also 
participates, along with others. Perhaps we can consolidate and get the 
AM'ers together with the rest of the boatanchor gang for one big brunch. 


We generally leave the swap around 10:30 a.m. for brunch. 
..John, W6BM, Berkeley 


From boatanchors@theporch.com Sat Feb 11 22:12:46 1995 
Date: Sat, 11 Feb 1995 19:43:37 -0600 

Message-Id: <Pine.3.89.9502111742 .A21482-0100000@netcom2> 
From: paul Veltman <veltman@netcom. com> 

Subject: Foothill talk in 


Do any of you wonder why we can't get anybody to agree on the ratings 
project? For pete's sake, we can't even agree on a 2 meter frequency to 
be used for 2 hours on a Saturday morning :-( GRRRRRRRRR! 


Paul 
WA60KQ 


From boatanchors@theporch.com Sat Feb 11 17:13:51 1995 
Date: Sat, 11 Feb 1995 14:16:38 -0600 

Message-Id: <45413@w5ddl.aara.org> 

From: n5off@w5ddl.aara.org 

Subject: fwd frm packet, VRC-52 


fesse Forwarded message ----- 


R:950211/0354Z @:F6CNB.#SETX.TX.USA.NOAM #:63681 [SugarLand] $:39491_NORSE 
R:950211/0349z 56390@KE7KD.#NONEV.NV.USA.NOAM $:39491_NORSE 

R:950211/0332Z @:KA6EYH.d#NOCAL.CA.USA.NOAM #:57251 [Pacifica] $:39491_NORSE 
R:950211/0331Z @:W3IXR.#SWPA.PA.USA.NOAM #:35512 [PGH] $:39491_NORSE 
R:950211/0207Z @:W3IXR.#SWPA.PA.USA.NOAM #:144 [PGH] $:39491_NORSE 
R:950211/0203Z @:KA3RWP.#WPA.PA.USA.NA [VERONA,PA] #:81897 Z:15147 FBB5.15 
R:950211/0014Z @:K30IW.#WPA.PA.USA.NA #:39356 [Beaver County, PA] FBB5.15c 
R:950211/0013Z @:KC8IN.#EOH.OH.USA.NA #:38096 [Wintersville, OH] FBB5.15c 
R:950210/2340z 46114@NG8P.#EOH.OH.USA.NOAM $:39491_NORSE 

R:950210/2303z 1597@QWA8WNI.#SEOH.OH.USA.NA $:39491_NORSE 

R:950210/2210Z @:WA8GUG.OH.USA.NA Chillicothe #:21170 Z:45601 
R:950210/2128Z @:N8GTC.#CIN.IN.USA.NOAM #:51163 $:39491_NORSE 
R:950210/1026Z @:WORA.#SECO.CO.USA.NA [Yoder, Colo.] FBB5.14d #:11976 
R:950210/1723Z @:KBOHLO.d#SECO.CO.USA.NOAM #:16388 $:39491_NORSE 
R:950210/0555Z @:KTOH.#NECO.CO.USA #:46728 $:39491_NORSE 

R:950210/0505z @:NORSE.#NECO.CO.USA.NA #:39491 


I was given an old NAVY VHF mobile radio. It has two metal ID plates. 
One say"AN/VRC-52" the other shows "R-1146/VRC-52". Both of these are 
located on the speaker unit. 

I'm not sure if I have of the componets the makes up the complete 
radio. 


I have a chassis that has the speaker, mic connector, squelch control,wer 
switch and the volume control. It has a pigtail ca 
ble with a 12 pininch connector coming out of the back, also on the rear is a RCA 
phone jack. 
The other items that came with this radio are an extenison e that has 
a male to femal pin cinch connector on the ends, a mic, a cable with 
RCA phone plugs on each end, a 10 pin cinch connector with an AC plug on 
the other end and it has a large angle plate that has a fuse holder and 
a spare fuse. These are large glass fuses (1/4" x 1" in size.) 


There is a paper tag on the pigtail the shows that this radio is tuned for 
138.72 
Can anyone give me any information on or about the radio? 


73 - NOSSY NOSSY@NORSE.#NECO.CO.USA.NA 


ae ets End of forwarded message ----- 


From boatanchors@theporch.com Sat Feb 11 17:04:00 1995 
Date: Sat, 11 Feb 1995 14:13:01 -0600 

Message-Id: <45411@w5ddl.aara.org> 

From: n5off@w5ddl.aara.org 

Subject: FWD From Packet ,51J34-75A2 


sae Forwarded message ----- 


R:950211/1644Z @:F6CNB.#SETX.TX.USA.NOAM #:64082 [SugarLand] $:18746_N5AUX 
R:950211/1451Z @:N5VGC.#DFW.TX.USA.NOAM [NDALNK] #:63474 $:18746_N5AUX 
R:950211/1420 34133@N5AUX.#DFW.TX.USA.NOAM 

R:950211/1414z @:N5AUX.#DFW.TX.USA.NOAM [FtWorth] #:18746 $:18746_N5AUX 


Both receivers in good working condition & look good, collector quality. no 
chipped or cracked knobs holes in the front panels 
etc. to best offer. tks & 73, Don. 817-732-3976. 


----- End of forwarded message ----- 


From boatanchors@theporch.com Sun Feb 12 02:02:32 1995 

Date: Sat, 11 Feb 1995 23:24:09 -0600 

Message-Id: <Pine.3.89.9502112243 .A539066403 -0100000@LAGUNA.EPCC.EDU> 
From: BOBME@laguna.epcc.edu 

Subject: Handle-Indicators 


Someone was looking for some E.F. Johnson equipment. Well, I don't have 
the equipment but I do have several E.F. Johnson Company (Waseca, Minn) 
Handle-Indicators for anyone that needs them to finish a restoration. 


NEW ITEMS: 

P/N -- 206 one each Handle-Indicator 

(Has original packing slip and small sealed envelop containing mounting 
screws; all in a green leatherette finish box with an orange label on the 
end. ) 


Like New (maybe unused -- in original box but missing packing slip) 
P/N -- 204 one each Handle-Indicator 


Used but in very good condition 
P/N -- 206 4 each Handle-Indicator 
P/N -- 206 one each Indicator 


Bob, NOHDH 


From boatanchors@theporch.com Sat Feb 11 19:53:33 1995 

Date: Sat, 11 Feb 1995 15:10:54 -0600 

Message-Id: <Pine.3.05.9502111633 .A19672-b100000@bo0z.bah.com> 
From: kizat@bah.com 

Subject: Help With History 


Now here's a historical BA that we all might be able 
to sink our teeth into and maybe even help out. 
jd 


Siete eis Forwarded message ---------- 
Date: Fri, 10 Feb 1995 19:14:30 EST 
>From: wlaw@arrl.org 

To: QST@arrl.org 


SB SPCL ARL ARLX012 
ARLX012 Help with history 


Help with history 
The Antique Wireless Association is building a replica of the famous 
1BCG transmitter used in the 1921 ARRL Transatlantic Tests--the 


first to send a complete message across the Atlantic. 


The AWA hopes to have the transmitter operating sometime this fall 
and to be able to work amateurs who participated in the 1921 Tests. 


The AWA knows of only one licensed amateur (other than 1BCG) still 


active who was heard by Paul Godley, in England--Jim Russell, now 
W8BU, then 8BU. Another participant, Bob Morris, W2LV, also is 
still active. The AWA would like to hear from other amateurs who 
might have heard 1BCG during the Tests, including amateurs in the 
US. 1BCG was operated from East Greenwich, Connecticut, by members 
of the pioneering Radio Club of America. 


1BCG was on 230 meters in 1921--the AWA, using the call sign W2AN, 
will put the replica station on 160 meters. The transmitter will be 
identical in all respects except that a 204 vacuum tube, vintage 
1923 or 1924, will be used. 


Details of the ARRL Transatlantic Tests appeared in February 1922 
QST and have been reprinted in several ARRL publications. 


If you can help, contact AWA Curator Bruce Kelley, W2ICE, 59 Main 
Street, Bloomfield, NY 14469. 


From boatanchors@theporch.com Sat Feb 11 22:15:50 1995 

Date: Sat, 11 Feb 1995 19:40:07 -0600 

Message-Id: <Pine.SUN.3.91.950211204009 .10848C -100000@access3.digex.net> 
From: Tony Stalls <rstalls@access.digex.net> 

Subject: Help with history 


Are there any Boaranchorites around who can help with this? (Excepted 
from an ARRL bulletin.) 


The Antique Wireless Association is building a replica of the famous 
1BCG transmitter used in the 1921 ARRL Transatlantic Tests--the 
first to send a complete message across the Atlantic. 


The AWA hopes to have the transmitter operating sometime this fall 
and to be able to work amateurs who participated in the 1921 Tests. 


The AWA knows of only one licensed amateur (other than 1BCG) still 
active who was heard by Paul Godley, in England--Jim Russell, now 
W8BU, then 8BU. Another participant, Bob Morris, W2LV, also is 
still active. The AWA would like to hear from other amateurs who 
might have heard 1BCG during the Tests, including amateurs in the 
US. 1BCG was operated from East Greenwich, Connecticut, by members 
of the pioneering Radio Club of America. 


1BCG was on 230 meters in 1921--the AWA, using the call sign W2AN, 
will put the replica station on 160 meters. The transmitter will be 
identical in all respects except that a 204 vacuum tube, vintage 
1923 or 1924, will be used. 


Details of the ARRL Transatlantic Tests appeared in February 1922 
QST and have been reprinted in several ARRL publications. 


If you can help, contact AWA Curator Bruce Kelley, W2ICE, 59 Main 
Street, Bloomfield, NY 14469. 


From boatanchors@theporch.com Sat Feb 11 22:30:29 1995 
Date: Sat, 11 Feb 1995 19:56:04 -0600 

Message-Id: <9502120159.AA26650@kahuna.math.hawaii.edu> 
From: jeffrey@math.hawaii.edu (Jeffrey Herman) 

Subject: Homebrewed components 


I posted an article over on the QRP list asking: If we take for 
granted winding our own inductors, why don't we make our own 
capacitors? Upon further reflection I implemented a challenge: 
Within one year complete the construction of a transmitter using 
xonlyx homebuilt components (inductors, caps, amplifying devices, 
resistors) - limit the xmtr to just two amplifying devices (tube 

or x-sistor). The base materials: wire, foil, etc., must be 
scrounged. 

I mentioned a 2nd catagory could allow commercially-built amplifying 
devices. 


Well, a good portion of the folks on that list are kit-builders 
and no one took my bait (in fact there's just too much kit-chat on 
that list!). 


Enclosed is one of the more interesting responses to my challenge: 


KAKKAIKKKIKK KAKA KAKA KAKA KAKA KAKA KAKA KAKA KKEKAKAEKAKAEKAKRAEKAKRERERERERERE 
Reply-To: frank@yorks.demon.co.uk 
Subject: Home brew components 


There has been some messages about making a rig using only home made 
components. It would be interesting to know more about what people found and 
used to make simple gear during WW2 in prisoner of war camps. I read an article 
by someone who had been through this unfortunate experience and had employed an 
ordinary light bulb with an ‘anode' of foil on the outside. It worked as a 
(very inefficient) diode, and was used, if my memory serves me correctly, ina 
receiver. Anyone like to try it? But hang on, can we qrpers even consider using 
a 60 watt bulb for this - might be classed as QRO! 

Have fun 

--FRANK W LEE, G3YCC, KIRK 

ELLA, HULL 

KK KI KK KKK KIKI IKI KIKI IKI III III IK III II IKK III II III IIIA III IIIA III III KKK 


So do any of you know of war-time stories of POW-built radios? 
It would be interesting to hear any anecdotes; I'll collect 
these tales from the Boatanchors List and from the newsgroups. 


Jeff NH6IL 


From boatanchors@theporch.com Sat Feb 11 03:56:59 1995 
Date: Fri, 10 Feb 1995 13:27:37 -0600 

Message-Id: <9502101929.AA03037@cruncher.math.hawaii.edu> 
From: jeffrey@math.hawaii.edu 

Subject: Re: Mar 11 Foothill Com Channel 


Since not everyone has VHF why not a 160M CW ‘talk in' frequency? 
After all, we're all running 160 in the car, right? Right?? 


Jef£ NH6IL 


From boatanchors@theporch.com Sat Feb 11 13:39:10 1995 
Date: Sat, 11 Feb 1995 11:01:15 -0600 

Message-Id: <Pine.3.89.9502110827 .A21206-0100000@netcom13> 
From: paul Veltman <veltman@netcom.com> 

Subject: Re: Mar 11 Foothill Com Channel 


On Fri, 10 Feb 1995 jeffrey@math.hawaii.edu wrote: 


> 

> Since not everyone has VHF why not a 160M CW ‘talk in' frequency? 

> After all, we're all running 160 in the car, right? Right?? 

> 

> Jeff NH6IL 

> 

Of Course, with rhombics also. right? Right?? Unfortunately, a top band 
BA rig in a little hard to lug around the flea market. ;-) 


Paul 


From boatanchors@theporch.com Sat Feb 11 05:12:18 1995 
Date: Sat, 11 Feb 1995 01:55:54 -0600 

Message-Id: <QF3BBEA0@d52024> 

From: gilstrap@ssd.fsi.com (SnapRoll Stan) 

Subject: Mil-Spec Communications 


Has anyone had any recent dealings with Mil-Spec Communications in 


Englewood, Florida? I'm drawing a blank with them. About a month 
ago I wrote to them and never heard back. I tried calling them a 

few days ago and left a message on their answering machine and still 
haven't gotten any response. Are they still doing business? Is this 
how they normally do business? I'm wondering if I'm just wasting my 
time trying to get ahold of them. 


Thanks, 
Stan - WB5LBH 


From boatanchors@theporch.com Sat Feb 11 09:43:25 1995 
Date: Sat, 11 Feb 1995 05:39:23 -0600 

Message-Id: <Pine.3.89.9502110655 .C4752-0100000@indy1> 
From: "Roberta J. Barmore" <rbarmore@indynet.indy.net> 
Subject: NPO capacitors, (was re: Crystal failure) 


On Sat, 11 Feb 1995 Dave=Sharp%Legal%Corp=Hou@bangate.compaq.com wrote: 
[In the middle of a very good message on crystals] 

> (NPO caps shift in a negative direction from normal caps as temperature 

> rises - they are marked "NPO".) 


Dave, I'll bet you meant to type "N750," that being about the commonest 
negative tempco ceramic cap. NPO (Negative-Positive-Zero, sometimes 
written NPO, or "COG," the latter referring to the dielectric formulation) 
caps are stable with varying temperature. It's easy to get them confused 
when writing about 'em--I've done it more than once. 


73, 
- -Bobbi 


From boatanchors@theporch.com Sat Feb 11 05:38:45 1995 

Date: Sat, 11 Feb 1995 02:20:16 -0600 

Message-Id: <Pine.3.89.9502110956.A26111-0100000@inet.uni-c.dk> 
From: MEC <danmec@inet.uni-c.dk> 

Subject: Re: Portable SW? 


Singapore is a great place to shop. Buy one there. There is a hugh building 
with a least hundred shops selling electronics devices. 
Cannot remember the name of it now, but just ask for the elctronic market. 


73 Rag OZ8RO 


On Fri, 10 Feb 1995 RICHARD_HUMPHREY@hp5200.desk.hp.com wrote: 


This isn't boatanchors exactly, but it is SW related, so please indulge me 
or at least moderate the flames! 

I'm heading to Singapore next week and would like to have an AM/FM/SW receiver 
to fiddle with. The R-390A won't fit under the seat, and I shudder at the idea 
of trying to heave it into an overhead compartment! 

There are some good transistor portables available. Question is, which ones 
are they? Any advice or experiences would be appreciated. Thanks! 

Richard 
N6NAE 
(xichard_humphrey@hp5200.desk.hp.com) 


VVVV VV VV VV MV 


From boatanchors@theporch.com Sun Feb 12 03:26:24 1995 
Date: Sun, 12 Feb 1995 00:33:20 -0600 

Message-Id: <9502120638.AA27261@kahuna.math.hawaii.edu> 
From: jeffrey@math.hawaii.edu (Jeffrey Herman) 

Subject: rec.radio.swap 


If you see something you want contact the ‘From:' person. Jeff NH6IL 


>From: fresaint@bb.iu.net (Mark Fresa) 

Tubes for Sale 

Mostly used, some NOS. RCA, Sylvania, Zenith, Motorola, Tung-Sol, 
Admiral, Westinghouse. Some really odd ones as well. 

Also, an Amperex XQ1073R Plumbicon tube. 


>From: jeffwv2n@aol.com (Jeff WV2N) 

I have a very nice winged emblem Collins s-line for sale: 

75S1 RECEIVER - w/waters rejection and spinner knob 

32S1 XMTR- low hours since complete re-tubing 

312B4 console 

(2) 516F2 power supplies - 1 is complete and working with cabinet, the 
other needs cabinet, a tube and installation of new power cord ( I have 
cord). Asking $650 + shipping 


>From: blackwst@uvsc.edu (Steve Blackwell) $1200: 
Drake Tr7 station, filter, hd ps7, mn2700 3kv tuner, sp75 processor, sp7 
spkr, fa7 (2) fans, desk mic, cs7 coax switch, manuals and more.mint 


>From: questusa@ix.netcom.com (bill erfurth) 

Send an E-mail note with your snail-mail name & address, and 
will send you a Tube Catalog. 

I you need a tube right now, please call (303) 274-7545 


From boatanchors@theporch.com Sat Feb 11 11:11:45 1995 

Date: Sat, 11 Feb 1995 07:39:06 -0600 

Message-Id: <Pine.AUX.3.91.950211073332.2394A-100000@uro.theporch. com> 
From: Phillip Porch <pporch@theporch.com> 


Subject: Service interruption 


I am sorry about the last few days. My Gig HD that was the core of my 
system died and crashed the system 4 times in the last 3 days. I 
purchased a new 1.9 Gb HD and have made the switch. I have a lot of 
linked files on the old disk and I may have made a few mistakes in 
getting the new one up and running but hopefully things will smooth out 
today. 


I wanted to also thank those of you who have sent checks to help defray 
the cost of running the boatanchors list. Having to buy another HD was 
another dig into my pockets and so I really appreciate your help. 
Hopefully things will be more relaible now. I am due to have the ISDN 
line installed this tuesday which (I hope) will make my internet link 
more stable and I know if will be faster. 


Phillip P. Porch <pporch@theporch.com> 


From boatanchors@theporch.com Sat Feb 11 05:57:28 1995 
Date: Sat, 11 Feb 1995 01:45:32 -0600 

Message-Id: <Pine.3.89.9502101736 .A16226-0100000@netcom16> 
From: paul Veltman <veltman@netcom.com> 

Subject: Re: SP-600 drift (was slipping tuning) 


When are you guys going to learn, BAs DON'T DRIFT. That's automatic band 
scanning (a feature)! :-) 


Paul WA60kKQ 


From boatanchors@theporch.com Sat Feb 11 07:22:13 1995 
Date: Fri, 10 Feb 1995 12:41:41 -0600 

Message-Id: <199502101847 .KAA16788@mozart.bcit.bc.ca> 
From: "Colin Schmutter" <Colin.Schmutter@theporch.com> 
Subject: Re: SP-600 drift (was slipping tuning) 


> Date: Fri, 10 Feb 1995 11:50:56 -0600 

> Reply-to: n7oo@huachuca-emh8.army.mil 

> From: Jack Taylor <n7oo@huachuca-emh8.army.mil> 

> To: Multiple recipients of list <boatanchors@theporch. com> 

> Subject: SP-600 drift (was slipping tuning) 

> I once had a SP-600JX, a magnificent looking receiver! Used it for awhile 
> on HF teletype but even after hours of warm-up, it had a slight drift. 

> Seems to me someone said the SP-600 had dissimilar metals in the tuning 

> capacitor which caused variation in capacity vs. temperature. Has 

> anyone here on the net noticed drift with their '600's? 


> 73 de Jack 

> 

> 

I use an SP 600 JX and have found a slight drift over time. The drift is 
most noticeable during the first 10 minutes of warm and reduces 

after that, but does not completely disappear. 


I have also noticed with my receiver that on the 7.5 to 14.5 range that 
the drift is quite severe if the dial is set to above 14.5 but 
dramatically reduces at around 14.4 or lower on the dial. 


A three part series in Electric radio I think # 20, 21 and 22 
concerning the SP 600 discusses the use of an IC current regulator in 
the RF and oscillator filament supply to control drift. 


Colin Schmutter 

Networks and Communications 

British Columbia Institute Technology 
CSCHMUTTER@BCIT.BC.CA 


(604) 432-8858 


From boatanchors@theporch.com Sat Feb 11 10:53:29 1995 

Date: Sat, 11 Feb 1995 07:58:38 -0600 

Message-Id: <9502110754.aa24239@jackatak.theporch.com> 

From: Fire Bottle archive handler <firebotl@jackatak.theporch.com> 
Subject: Re: SP-600 drift (was slipping tuning) 


Paul <veltman@netcom.com> says: 
> When are you guys going to learn, BAs DON'T DRIFT. That's automatic band 
> scanning (a feature)! :-) 


And I says... 

then the Swine Three-Drifty was the first amateur band scanning 

transceiver! ;%) Betcha Laura could tell us some fun tales of her 

band scanning Swine 500, too! ;%) 

73 

Jack, W4PPT/Mobile (75M SSB 2-letter WAS #1657/#1789 -- both all mobile! ;4) 
- - - BoatAnchor Mailing List Archiver/Owner - - - 

firebotl@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


From boatanchors@theporch.com Sat Feb 11 15:42:28 1995 
Date: Sat, 11 Feb 1995 12:41:30 -0600 
Message-Id: <8A3502A.000400FBB3.uuout@freddy.supernet.ab.ca> 


From: shaun.merrigan@freddy.supernet.ab.ca (SHAUN MERRIGAN) 
Subject: SP-600 SLIPPING TUNI 


KE> The tuning mechanism on my SP-600 is slipping very badly. The 

KE> slippage occurs both on the idler-to-idler interface, as well as on 
KE> the idler-to-dial interface. I have cleaned all mating surfaces with 
KE> alcohol, but the slippage still occurs. I have also adjusted the 

KE> tension of the hairspring that tensions the intermediate idler...no 
KE> joy. 


KE> Has anyone tried roughing the brass surfaces up to increase the 
KE> friction? Any other magic tricks? 


Yep, I had this problem once. It took 10-15 cleanings with isopropyl 
alcohol on the the idler, the counterweight and the idler-to-dial before 
the slippage was eliminated. I would NOT attempt to roughen the any of 
the mating surface; you will destroy the silky smooth tuning feel that 
makes the SP600 unique. My advice, keep cleaning, and look for a 
contamination source. As a last resort, try using some trichloroethane 
(usually sold as "Spot remover"for clothes , or if you know a 
photocopier tech, he/she could get you some) on the brass; you'll be 
surprised at what you pick up. CAUTION: trichloroethane needs to be used 
with care (gloves, and proper ventilation) and keep it off the aluminum 
chassis, as the reaction can produce a toxic gas. Don't use trichlor on 
the tuning dial itself; you'll probably remove the paint! 


As I recall, I took a small standard blade screw driver to work the 
cleaning cloth into the idler groove (got lots of residue out of there). 
One last thing: don't do what I did (which caused the problem in the 
first place) and spray WD-40 into the on all the bushings in that area!! 
Pe ean ae 


Shaun P. Merrigan 
shaun.merrigan@freddy.supernet.ab.ca 
merrigan@nyquist.ee.ualberta.ca 


2nd Year EE/University of Alberta 
"Resistance is Futile, 
Conductance is 1/Futile 
Susceptance is dangerous 
Admittance is out of the question" 


* RM 1.3 01775 * First Law of Lab Work: Hot glass looks like COLDShaun P. Me 


From boatanchors@theporch.com Sat Feb 11 17:17:29 1995 
Date: Sat, 11 Feb 1995 14:33:38 -0600 

Message-Id: <Chameleon.4.01.950211153218.dgibbs@> 

From: "R. Dennis Gibbs" <dgibbs@rational.com> 

Subject: RE: SP-600 SLIPPING TUNI 


Greetings all, 


Shaun P. Merrigan recently spoke about the SP-600 slipping tuning 
problem: 


>Yep, I had this problem once. It took 10-15 cleanings with isopropyl 
>alcohol on the the idler, the counterweight and the idler-to-dial before 
>the slippage was eliminated. I would NOT attempt to roughen the any of 
>the mating surface; you will destroy the silky smooth tuning feel that 
>makes the SP600 unique. My advice, keep cleaning, and look for a 
>contamination source. As a last resort, try using some trichloroethane 
>(usually sold as "spot remover"for clothes , or if you know a 
>photocopier tech, he/she could get you some) on the brass; you'll be 
>surprised at what you pick up. 


My question is, has anyone tried the product from Radio Shack called, 
"Non-Slip Solvent" (Part number 44-1013) for this problem? It is listed 
in the catalog (1994 catalog) as being for belts and idlers. I am having 
a severe problem with slipping on my SP-600 and am thinking of trying 
this product. Has anyone else had any good or bad luck with this? 


Dennis Gibbs 
dgibbs@rational.com 


From boatanchors@theporch.com Sat Feb 11 21:50:09 1995 
Date: Sat, 11 Feb 1995 19:16:47 -0600 

Message-Id: <9502111921.D5100Qx@slacc.com> 

From: wbrco@slacc.com 

Subject: Teletypes looking for good home! 


Just bought out an estate. This silent key had a Model 14, a Model 15, 
a Model 19, and 2 Model 33's in his basement. My father and I are not 
into old teletypes and are looking for good homes before we give ‘em to 
the dumpster. 


These units are free but you must pick them up in South St. Louis County 


near I55 and 1270 on Saturday Feb 18, 1995. 


There are no garuntees, and no other information available on these 
units. If we find the manuals, they will go with you when you take the 
units. Bring a strong back and a pickup truck.... 


Serious inquiries can call 314-946-9980 and ask for Jay, WOOGS between 9 
am and 8 pm central time. 


From boatanchors@theporch.com Sat Feb 11 05:27:19 1995 
Date: Fri, 10 Feb 1995 13:01:51 -0600 

Message-Id: <199502101905.LAA27857@hobbes.UCSC .EDU> 
From: haynes@cats.ucsc.edu (Jim Haynes) 

Subject: Ten Days Until Green Key Night 


So get your Teletypes oiled up, your boatanchor rigs fired up, your HF 
antennas up, and your shift up to 850 cps. Green Key Night on Feb 20 
is to commemorate the beginning of amateur HF FSK RTTY on Feb 20, 1953. 
And to remember the pioneers such as W6AEE, W6NRM, WOBP, et al. 


There are no rules, no scoring, and no set hours, just try to get your BA 
on the air, use a mechanical teleprinter if you can, use 850 cycle shift 
if you can, but in any case have fun, wallow in nostalgia, remember 

how it wuz. 


From boatanchors@theporch.com Sat Feb 11 06:29:48 1995 
Date: Sat, 11 Feb 1995 03:51:59 -0600 

Message-Id: <QLHMW6AIK8V6HWA908@ACAD.FANDM. EDU> 

From: CCS_MAH@admin.fandm.edu (Mark Hemlick Ph. D.) 
Subject: Thanks for diode help 


Hi to all. 


Thanks to Jerry, Richard, Barry, Steve, and Frank (I don't think I missed 
anyone) for the very helpful advice on rectifier diode replacement in the 
AC-4 power supply. These were all direct replies, but for the benefit of 
those who remain as ignorant as I had been, here is a summary: 


1. The original diodes in the AC-4 are indeed 1N4005's. 

2. It is OK to use diodes with higher current and voltage ratings for 

rectifier, but not R,F applications. 

3. It is best to replace all of the diodes rather than just the one that failed. 
4. Be sure to look for burnt out capacitors or wiring. 

5. Sometimes diodes just fail for no apparant reason. 

6. Modern diodes often come in smaller packages than older diodes with the 

same current and voltage ratings. 

7. Different values may be used during production because manufacturers use 
stock on hand for non-critical application. 


Thanks again1 


73 Mark KA3LFG 


From boatanchors@theporch.com Sat Feb 11 09:38:06 1995 

Date: Fri, 10 Feb 1995 11:52:37 -0600 

Message-Id: <9502101729 .AA27344@uvs1.oxrl.mmc.com> 

From: padgett@tccslr.dnet.mmc.com (A. Padgett Peterson, P.E. Information Security) 
Subject: Re: W7FG Vintage Manuals 


>>On Fri, 10 Feb 1995, Jim Lockwood wrote: 

>> The schematic in the W7FG manual for my Galaxy V has been fairly 

>> difficult to use. It was supplied as approximately 15 seperate 8.5x11 
>> pages of sections of a much larger sheet of paper. 


>>That's my primary complaint about the "partial reproduction" manuals I 
>>have bought from Fair Radio. 


Was acceptable a few years ago but not today IMNSHO - nearly all commercial 
copiers have 11x17 that would cut the count/difficulty in half and I can 

get larger repros done for under a buck at the local Office Depot - in color 
even. The optical problems (line the top of a chart up and the bottom is 
off) shouldn't exist at all except on cheap home copiers. 


This is one area in which technology has been improving dramatically and I 
do not mind a bit. 
Warmly, 
Padgett 


From boatanchors@theporch.com Sat Feb 11 12:30:24 1995 
Date: Sat, 11 Feb 1995 09:54:23 -0600 

Message-Id: <199502111540.AA28913@cmack.b11.ingr.com> 
From: dlkerl@cmack.b11.ingr.com (Dan Kerl) 

Subject: Re: W7FG Vintage Manuals 


The Hallicrafters S20R documentation I ordered from W7FG had two copies 
of the schematic - one was reduced to fit 8.5x11 inch page, the other 
was "full size" on an 11x17 inch fold-out. Both were clean, in focus 
and very readable. Perhaps the quality of the guy's originals has a lot 
to do with it. Also, it sounds like he needs to develop a better 
reproducing technique if the original is larger than 11x17 (B size). 


On the down side, the original Hallicrafters documantation does not 
include a dial-cord stringing diagram (mine's broke and I haven't had a 
chance to open it up yet). I hope it's not too complex. 


Dan Kerl 
dlkerl@ingr.com 


From boatanchors@theporch.com Sat Feb 11 19:37:21 1995 
Date: Sat, 11 Feb 1995 17:03:21 -0600 

Message-Id: <Q21195142932Rnf£0.79b6@ham.island.net> 
From: emd@ham.island.net (Robert Smits) 

Subject: Re: W7FG Vintage Manuals 


padgett@tccslr.dnet.mmc.com (A. Padgett Peterson, P.E. Information Se writes: 


>Was acceptable a few years ago but not today IMNSHO - nearly all commercial 
>copiers have 11x17 that would cut the count/difficulty in half and I can 
>get larger repros done for under a buck at the local Office Depot - in color 
>even. The optical problems (line the top of a chart up and the bottom is 
>off) shouldn't exist at all except on cheap home copiers. 

> 


The "problem" you refer to exists on almost all photocopiers to some 
degree. Getting an exact 1:1 copy is possible, but not usual. Getting the 
image exactly "on" requires that the speed of the copier paper as well as 
the speed of the copier's drum be absolutely spot on, that all of the four 
to six optical mirrors are adjusted perfectly, and that the lens is 
positioned absolutley correctly. Since 99 % of customers don't care that 
the copy is not EXACTLY the same as the original to the millimetre, 
service technicians don't bother to try to make such adjustments. And 
these are not user adjustments, believe me. The cost of the copier has 
little bearing on the whether or not the problem occur. In fact, the 
expensive high speed duplicators are probably more likely to have the 
problem than home copiers with simpler and far slower scanning mechanisms. 


Besides that, photocopying depends an awful lot on the quality of the 
original. A third generation copy looks a lot worse than first generation, 
so making a good copy also depends on having a good original. In my view, 
a poor copy (for whatever reason) still beats no copy, although a seller 
should make as good a copy as possible. 


Robert Smits There is *nox idiotproof filter. 
VE7EMD Idiots are proof against anything! 
Ladysmith B.C. - Richard Chycoski, VE7CVS 


e-mail: emd@ham.island.net 


From boatanchors@theporch.com Sat Feb 11 16:09:03 1995 
Date: Sat, 11 Feb 1995 12:42:07 -0600 

Message-Id: <8A35031.000400FBB4.uuout@freddy.supernet.ab.ca> 
From: shaun.merrigan@freddy.supernet.ab.ca (SHAUN MERRIGAN) 


Subject: W7FG VINTAGE MANUALS 


AE> Was acceptable a few years ago but not today IMNSHO - nearly all 

AE> commercial copiers have 11x17 that would cut the count/difficulty in 
AE> half and I can get larger repros done for under a buck at the local 
AE> Office Depot - in color even. The optical problems (line the top of 
AE> a chart up and the bottom is off) shouldn't exist at all except on 
AE> cheap home copiers. 


I worked in the digital publishing industry until returning to 
university last year; what Mr. Peterson says is quite correct. There is 
no excuse for poor quality photocopying or laser printing anymore. 
Almost anything can be done on the newer machines. The last one I 

worked on was a 600 dpi scanner, 600 dpi 135 page per minute (8.5 x 11 
pages) printer and a document storage system all rolled into one. Just 
for experimental purposes, I scanned and reprinted an HC-10 manual (from 
an offset press printed 11 x 17 original) with halftones. I did it as 

an 11 x 17 signature (11 x 17 sheets folded in half and stitched in the 
center), as an 8.5 x 11 stapled book, and an 8.5 x 11 thermal tape bound 
book with heavy covers. I could then have saved the whole book 

digitally onto tape/hard disc or optical, and printed more at any time. 


Don't settle for poor quality manuals!! :) :) 


Shaun P. Merrigan 
shaun.merrigan@freddy.supernet.ab.ca 
merrigan@nyquist.ee.ualberta.ca 


2nd Year EE/University of Alberta 
"Resistance is Futile, 
Conductance is 1/Futile 
Susceptance is dangerous 
Admittance is out of the question" 


* RM 1.3 01775 * To do two things at once is to do neither. 


From boatanchors@theporch.com Sun Feb 12 00:52:29 1995 
Date: Sat, 11 Feb 1995 22:12:59 -0600 

Message-Id: <Pine.3.89.9502112115 .A2615-0100000@ozarks> 
From: "C. Frank Gilmore" <fgilmore@ozarks.sgcl.lib.mo.us> 
Subject: Re: W7FG VINTAGE MANUALS 


On Sat, 11 Feb 1995, SHAUN MERRIGAN wrote: 


AE> Was acceptable a few years ago but not today IMNSHO - nearly all 

AE> commercial copiers have 11x17 that would cut the count/difficulty in 
AE> half and I can get larger repros done for under a buck at the local 
AE> Office Depot - in color even. The optical problems (line the top of 
AE> a chart up and the bottom is off) shouldn't exist at all except on 
AE> cheap home copiers. 


I worked in the digital publishing industry until returning to 
university last year; what Mr. Peterson says is quite correct. There is 
no excuse for poor quality photocopying or laser printing anymore. 
Almost anything can be done on the newer machines. The last one I 

worked on was a 600 dpi scanner, 600 dpi 135 page per minute (8.5 x 11 
pages) printer and a document storage system all rolled into one. Just 
for experimental purposes, I scanned and reprinted an HC-10 manual (from 
an offset press printed 11 x 17 original) with halftones. I did it as 

an 11 x 17 signature (11 x 17 sheets folded in half and stitched in the 
center), as an 8.5 x 11 stapled book, and an 8.5 x 11 thermal tape bound 
book with heavy covers. I could then have saved the whole book 

digitally onto tape/hard disc or optical, and printed more at any time. 


Don't settle for poor quality manuals!! :) :) 


VV VV VV VV VV VV VV VV VV VV VV MV 


Been follwing this thread and have to interject a few comments in defense 
of some of the folks offering manuals. 


I do DTP here as part of my business...and the type of scanning and repro 
described above can be done but not cheaply! Time is the prime factor. I 
was low bidder on a 14,500 page scan project this past summer and barely 
broke even at the $5600 bid after paying for additional employees to work 
around the clock because of a time deadline. 


Some are in the manual business as a business. Some, like myself, do it 
as a courtesy to other BA folk and charge cost and shipping only. I take 
my work to a friends office and use his copier after he locks up because 
mine isn't quite as sharp...and my business doesn't use exotic features 
often enough to justify a new Canon whiz-bang. I do the schematics as 
carefully as possible and then tape them before binding. Only the 
oversized mil schematics give me fits. 


Another problem is the lousey printing in some of the original manuals. 
I have a factory Collins KWM-2A book here that is one of the late 


model/high dollar ones they sold. I know the pictorials are going to be 
inferior...in fact after reading this last post I did a 1200 DPI scan and 
tried cleaning up the density a bit but after wasting an hour found it 
wasn't a bit better than what would be a good photocopy and it still 
won't be the greatest. 


Companies that supplied former dealers with manuals under our warrenty 
contracts had to have their old manuals reprinted...National is a good 
example of this. I sometimes think they made one per unit originally. 

I have drawers of National manuals, many I worked from when I was a 
warrenty station, and the pictorials are awful! Some older Hallicrafter 
and Hammarlund manuals are just as bad. In their reprinting, (not 
photocopying but actual printing by offset) a lot of definition was lost. 
Can't be helped at this late stage. 


I paid a higher than expected fee for a partial SBE-33 manual last year, 
very poor detail...but it was the only one I could find and it allowed me 
to get the transceiver rebuilt and going. 


Oh...I got a Tempo S-5 manual from the west coast where they are serviced, 
I can't even identify the parts on the PC board pictures! Am too 
embarassed to tell you what that one cost. 


So there are a whole lot of variables. If I were in this for a profit, 
heaven forbid, I would insist on having the finest copier going...and 
would have to charge an arm and a leg to pay for it. 


As a passing note. A friend was involved in learning the bookbinding art 
and printing. When he had his skills perfected he took some of my more 
memorable books and bound them for me....and stamped them in gold leaf. 

I have a beautiful Collins 75A4 and KWS-1 pair that would have cost me 
over a $150 to have done in leather several years ago. I don't have the 
rigs anymore but I sure appreciate the beautiful job the friend did on 
these manuals. Since I had the first Swan 140 to sell in Missouri he 
bound that manual in a semi-crinkle finish vinyl unlike any I have seen. 
Still got that rig. 


That's my bit for god and country and the guy sitting in a garage pawing 
through his stacks of old manuals trying to help we collectors. 


73, de Frank KOJPJ ex-W5PVX ...-.- 


From boatanchors@theporch.com Sat Feb 11 05:10:43 1995 

Date: Sat, 11 Feb 1995 02:04:38 -0600 

Message-Id: <Pine.3.89.9502110909.A26111-0100000@inet.uni-c.dk> 
From: MEC <danmec@inet.uni-c.dk> 

Subject: Re: What is an Eddystone 830 


> I am trying to identify an Eddystone 830 reciver for a friend. Do anyone know 
> what it is? 

> 

> Tom Bryan 

> tbryan@mailstorm.dot.gov 

> 

An Eddystone is a really great receiver. I believe that it was made in the 
UK by Marconi, the big test equipment manufacturer. A lot of people consider 


it the Rolls of communications receivers. You don't see a lot of them 
here because they were very expensive when they were new. 


73 


VVWVVVV VV VV VV VV 


Paul WA60KQ 


The Eddystone company was independant originally but is now part of the 
Marconi Company. The made a large range of receivers from LW up to UHF. 
All British merchant ships used to have Eddystone receivers. They had a 
ham version also, which was really something when it came out, I seem to 
remember in the early 60's. 


Will tru to get 830 specs for you. 


73, Rag OZ8RO ex G5SBHQ 
> 


From boatanchors@theporch.com Sun Feb 12 02:42:42 1995 

Date: Sat, 11 Feb 1995 23:47:17 -0600 

Message-Id: <Pine.3.89.9502120605.A29719-0100000@inet.uni-c.dk> 
From: MEC <danmec@inet.uni-c.dk> 

Subject: Re: What is an Eddystone 830 


On Wed, 8 Feb 1995, Thomas Bryan wrote: 
Hello, 


I am trying to identify an Eddystone 830 reciver for a friend. Do anyone know 
what it is? 

Tom Bryan 

tbryan@mailstorm.dot. gov 


VV VV V WV 


It is a general coverage receiver MF-HF. 


73 Rag OZ8RO 
> 


